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O~ e GENERAL NOTES CONT. \
] 9. LOCATION OF ACCESSIBLE PEDESTRIAN SIGNAL PUSHBUTTONS MUST MEET LOCATION REQUIREMENTS
i OF MUTCD SEC. 4E.09 AND FIG. 4E.2: AND THE NCHRP PUBLICATION. “ACCESSIBLE PEDESTRIAN
22" SIGNALS: GUIDE TO BEST PRACTICE.” IF NOT MET, THE CONTRACTOR IS TO STOP WORK ON
| _ PUSHBUTTON LOCATIONS UNTIL THE CONFLICT HAS BEEN RESOLVED. IF NEEDED. A DESIGN
| . WAIVER SHALL BE OBTAINED. APPROVED BY THE DIRECTOR., OFFICE OF TRAFFIC AND SAFETY.
| 10.PUSHBUTTON IS TO BE LOCATED SO THAT A PEDESTRIAN IN A WHEELCHAIR LOCATED ON THE
} OO SO : " LEVEL LANDING AREA DOES NOT HAVE TO REACH MORE THAN 18 IN.
| | CD.()(j>(>£¢fﬁ / 11.PUSHBUTTONS ARE TO BE LOCATED SO THAT THEY CAN BE ACTIVATED BY A PERSON IN A
{ - : . . | : : WHEELCHAIR FROM A 60 IN. x 60 IN. LEVEL LANDING AREA. A LEVEL LANDING AREA IS AN
' ' | ) ‘ | 2 ﬁEEAAgéggs?BEEOEEDEE?E% chbﬁ?goTHégu?gmgggAéHZE 2%& DELIVERED TO THE SHA SIG
CONSTRUCTION DETAILS : o | ' RAL_NOTES i ' 12. F A L L HE SHA NAL
GENERAL_NOTES | | © .. SHOP FOR TESTING AND PROGRAMMING PRIOR TO INSTALLATION. CONTACT MR. EDWARD
A. INSTALL 10 FT. BREAKAWAY PEDESTAL POLE WITH SPECIAL FOUNDATION | 1. MAINTENANCE OF TRAFFIC WILL BE HANDLED BY THE CONTRACTOR UTILIZING MDSHA RODENHIZER AT 410-787-7650 TO COORDINATE. o
(SHA STD MD 801.01-01), LED COUNTDOWN PEDESTRIAN SIGNAL HEAD, : STANDARD TYPICALS FOR TRAFFIC CONTROL. - 13.PUSHBUTTON ARROWS ARE TO BE PARALLEL TO THE CROSSING IN WHICH THEY ARE INTENED.
ACCESSIBLE PUSHBUTTON AND R10-3(1) SIGN TO READ “PUSH BUTTON 2. THE CONTRACTOR SHALL CONTACT MISS UTILITY TO VERIFY ALL UNDERGROUND 14.THE CONTRACTOR SHALL REMOVE ALL UNUSED CABLES FROM THE EXISTING CONDUITS. THERE IS
TO CROSS N. SALISBURY BLVD.” (NOTE: 1-3 IN.PVC 90 DEGREE BEND). , UTILITIES PRIOR TO THE INSTALLATION OF PROPOSED SIGNAL EQUIPMENT.. IF ANY NO CHARGE TO THE STATE OF MARYLAND FOR THIS PART OF THE PROJECT.
B. INSTALL 3 IN.SCHEDULE 80 RIGID PVC ELECTRECAL CONDUIT (SLOTTED). 3 UTICITY CONFLICTS ARISE THE CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER. 15.REFER TO ROADWAY PLANS FOR ADA RAMP STANDARDS AND DETAILS.
C. gggTéﬁésgﬁAEE' WHITE PREFORMED THERMOPLASTIC PAVEMENT MARKINGS | 3. gégg§2E86T5Néxgivu¥gs§ggoggo BT%%&TY §8035§85?% g?EHgSETRACTOR SHALL BE
o . : | A UNDATION A )
D. USE EXISTING BASE MOUNTED CABINET AND CONTROLLER. : 4. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE FINAL SIDEWALK OR
E. USE EXISTING HANDHOLE. CURB GRADE FOR CLOSED SECTIONS, HIGHEST ROADWAY PROFILE GRADE FOR OPEN
F. USE EXISTING CONDUIT. - SECTIONS, TO MEET CLEARANCES AS SPECIFIED IN MD 816.03, MD 818.01, 4 : B A STATE OF MARYLAND
G. REMOVE EXISTING PAVEMENT MARKING. : : : MD 818.02, MD 818.04. THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR TO DEPARTMENT OF TRANSPORTATION
o . ; | THE INSTALLATION OF ALL SIGNAL EQUIPMENT. STATE HIGHWAY ADMINISTRATION
? . - ; g | 5. THE SHA SIGNAL SHOP WILL BE RESPONSIBLE FOR ALL INTERNAL CABINET WIRING.
L. . : . THE CONTRACTOR SHALL BE RESPONSIBLE FOR ROUTING AND PROPERLY LABELING ALL , . ' OFFICE OF TRAFFIC & SAFETY
“@m ' : : ) SIGNAL CABLES. ‘ TRAFFIC ENGINEERING DESIGN DIVISION
S | ' 6. THE CONTRACTOR SHALL VERIFY THE PROPOSED POLE LOCATION(S) PRIOR TO , . -
! - - . - INSTALLATION. : : US 13 BUSINESS (N. SALISBURY BLVD)
; 7. THE CONTRACTOR SHALL CENTER THE PROPOSED CROSSWALKS ON NEWLY CONSTRUCTED - \
RAMPS. . - | AT GORDY ROAD
8. ALL PAVEMENT MARKINGS SHALL BE INSTALLED IN ACCORDANCE WITH MDSHA STANDARDS. ; SALISBURY. MARYLAND - .
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